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QUESTIONNAIRE
VERTICAL PRESSURE PLATE FILTER

Name of the customer company ____________________________________________________________________
Customer address:_____________________________________________________
Person responsible for the project : ____________________________________________________________________
Telephone: ____________________________________________________________________
Fax machine: ____________________________________________________________________
E - mail :____________________________________________________________

Answer, Please, How Can more details on following questions:
 Task:
Providing production capacity for filtering _________ t/d of crude rapeseed (sunflower, soybean) oil to produce filtered rapeseed (sunflower, soybean) oil, grade P1.
1. Name of the process (filtration after oil press equipment, freezing, bleaching) _______________________________________________________________
2. Raw materials for processing: rapeseed, sunflower, soybean _________________________________
3. Additional positions for the filtration line (mark ۷ as required ) :
· Vertical pressure plate filter (for filter-filter combination);
· Container with a stirrer for preliminary storage of oil 4 m3;
· Additional container with a stirrer for preliminary storage of oil 4 m3 (designed to separate hot and cold pressed oil);
· Pump for pumping oil into the primary oil storage tank;
· Compressor ( with dryer and pre-heater) filter , pressure 10 bar , capacity 1400 l/ min . );
· Process control cabinet;
· Scales for weighing oil and additional pump;
· Metal structure (frame) for installation and maintenance of the filter;
· A set of pipelines for piping the filtration line;
· Cable production;
· Supervised installation and commissioning;
· Installation;
· Visit of a specialist, measurement of the necessary parameters and calculation of productivity.
4. What filter (filtration line) capacity is required _______________ (3.6 – 165 t/ day ).
5. The area of the filter plates is _________________ (2 – 90 sq.m. ).

Additional customer requests:_________________________________________________ _______________________________________________________________________________
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